
1-800-50-NEWAGE  (1-800-506-3924) www.newageindustries.com
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T e m p e r a t u r e

°F °F °F °F °F°C °C °C °C °C
0
1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20

21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40
41

42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59
60
61
62

63
64
65
66
67
68
69
70
71
72
73
74
75
76
77
78
79
80
81
82
83

84
85
86
87
88
89
90
91
92
93
94
95
96
97
98
99

C E N T I G R A D E  T O  F A H R E N H E I T

32
33.8
35.6
37.4
39.2
41
42.8
44.6
46.4
48.2
50
51.8
53.6
55.4
57.2
59
60.8
62.6
64.4
66.2
68

69.8
71.6
73.4
75.2
77
78.8
80.6
82.4
84.2
86
87.8
89.6
91.4
93.2
95
96.8
98.6
100.4
102.2
104
105.8

107.6
109.4
111.2
113
114.8
116.6
118.4
120.2
122
123.8
125.6
127.4
129.2
131
132.8
134.6
136.4
138.2
140
141.8
143.6

145.4
147.2
149
150.8
152.6
154.4
156.2
158
159.8
161.6
163.4
165.2
167
168.8
170.6
172.4
174.2
176
177.8
179.6
181.4

183.2
185
186.8
188.6
190.4
192.2
194
195.8
197.6
199.4
201.2
203
204.8
206.6
208.4
210.2
212100

For Centigrade to Fahrenheit temperature conversions below or beyond this range,apply the following formula:
Multiply by 9, divide by 5, and add 32 or use the conversion calculator at www.newageindustries.com/convrsn2.asp.
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For Fahrenheit to Centigrade temperature conversions below or beyond this range,apply the following formula:
Su b t ra ct 32, multiply by 5, and divide by 9 or use the co nversion ca l c u l ator at www. n e wa g e i n d u s t ri e s. co m / co nv r s n 2 . a s p.



C o nversion Chart s
L e n g t h  &  P r e s s u r e
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7.2515

10.87725
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3.9688
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5.9531
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6.7469
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12.7000
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20.6375
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23.8125

24.2094

24.6063

25.0031

25.4000

INCH ( f ra ct i o n a l ) INCH
(decimal)

MM INCH ( f ra ct i o n a l ) INCH
(decimal)

MM 
M  E  A  S  U  R  E  M  E  N  T

1 BAR = 14.5 PSI

145 James Way

Southampton, PA 18966-3817 USA

800-50-NEWAGE (63924) • 215-526-2300

Fax: 800-837-1856 • 215-526-2190

E-mail: info@newageindustries.com

Web: www.newageindustries.com

Our dist r ibutor par t n e r :

PharmEquip Pty Ltd
PO Box 307

756-758 Burwood Highway

Ferntree Gully VIC 3156

Australia

Ph. 61 (0) 3 - 9758 5591

Fax. 61 (0) 3 - 9752 4156

Mob. 04 0240 7178

Email: pharmequip@optusnet.com.au

Web: www.pharmequip.com.au/

AdvantaPure®, NewAge®, “Fluid Transfer Specialists,” and The "N" Logo are registered trademarks of NewAge® Industries, Inc.

NOTICE: NewAge Industries, Inc. has been a privately owned corporation since 1954. Neither the corporation nor its principals are affiliated, in any way, with any other group or entity either representing themselves as or being referred to by the term New-Age.

WARRANTY: NewAge Industries’ products are warranted to be free from defects in material and workmanship. Any product found to carry such defects will be replaced without charge. This warranty is limited only to the replacement of NewAge Industries' products, item for item, which after examination
by NewAge Industries are deemed defective. NewAge Industries specifically disclaims any other liability. The data supplied is provided as a helpful guideline and is believed to be reliable; however, nothing stated shall constitute a guarantee, recommendation, or warranty for any application.
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MANUFACTURERS OF

HIGH PURITY PRODUCTS

FLUID TRANSFER SPECIALISTS®


